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Main features=EE4ZEE

Chung Pak separator is an advanced environmental friendly product, using special base paper enables its coating to be
evenly distributed and exhibits lower resistance, high moisture retention and corrosion inhibition than traditional

separator.
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ApplicationsfHi&

Especially suitable for manufacturing high capacity , environmental friendly , no mercury added zinc chloride battery.
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Chung Pak specializes in manufacturing
many different kinds of paper separator
for dry cell like R20, R14, R6, R03, 9V.
Single or doubled coating, no mercury
added, with specialised corrosion inhibitor
separators are available with or without
indium in different slit width or roll length
according to customer's requirements.
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Designation System For Battery Separator ZR4XELRERER L

HD High Density/ =2

Y-S08 Base Paper E#%
S08 : Simpx 0.08mmEE[E4K 0.08mmJZ D07 : Duplex 0.07mmiE&4E 0.07mm[E

I PasteiZs Nz

S CoatedZ¥}
Single Side CoatedEiE&4% D:Double Side Coated 4%

20 Weight Of Coated BR[EERE

C Starch i
C:China's Starch/r[E{##; F:Foreign Starch7MEgiEk#HY

W37 Width Of Separatorf#{{&EE

Remarks ;2 :
Separator Item Code = Density of Separator + Base Paper + Technic + Width of Separator
RSN - REE + Bif+ T2+ AR E

Separator Item Code Density of Separator Base Paper Technic Width of Separator
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HD/Y-S08/1 S20C-W37 HD Y-S08 1520C W37
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